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Trane-Approved Products Guide

The wire and cabling products detailed on the following pages are those
most commonly used in Trane systems  applications.  If you have require-
ments for materials not described on the following pages please call Con-
nect-Air for specifications and pricing.

Connect-Air is pleased to provide this guide to Trane-authorized dealers and
subcontractors.  All products listed have been tested and approved by Trane
for use with their building management systems equipment.
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Plenum
PART TRANE GAUGE/ JACKET COND. APPLICATION NOM WEIGHT
NUMBER NUMBER COND. COLOR STRAND OD. INCH PER MFT.

Approved Copper Cables, Plenum and Non-Plenum

CONDUCTOR:
• Stranded or tinned copper

per ASTM B-33

INSULATION:
• Plenum: Premium grade

color coded FEP or
Copolymer Alloy

• Non-Plenum: Premium
grade colored or gray PVC
or Black UV

SHIELD:
• Overall polyester

supported aluminum foil,
plus a stranded tinned
copper drain wire to
facilitate grounding

JACKET:
• Premium grade colored

Plenum.

• Non-Plenum gray PVC
or Black UV resistant
Polyethylene

• Sequential footage
markings to facilitate
installation

• Suggested voltage rating
of 300 volts

APPLICATION:
• Wiring of communica-

tion, sensor or multi-
purpose applications
for Trane systems

INDUSTRY APPROVALS:
• Plenum listed by UL as

Type CMP and/or CSA
FT6 cables for use in NEC
Article 800 and/or 725
installation

• Non-Plenum listed by UL
as Type CM and/or CSA
FT4 cables for use in NEC
Article 800 and/or 725
installation

PACKAGING:
• 1,000 ft. (305m)

spools or reels

*25pF/FT

Non-Plenum
PART TRANE GAUGE/ JACKET COND. APPLICATION NOM WEIGHT
NUMBER NUMBER COND. COLOR STRAND OD. INCH PER MFT.

18 AWG Conductors Aerial/Direct Burial

W181P-1072 1Pr. Black 16/30 DB  IMSA Comm. .240 31

W181P-1060G* (4166) 18/1Pr. Neon 16/30 Comm. .219 31
Green

W183C-1051 (4171) 18/3C Grey 16/30 Sensor .260 33
Multi-Purp.

W183C-1240 (400-1240) 18/3C Grey 7/26BC Sensor .173 27
Multi-Purp.

W223C-1203 (400-1060) 22/3C Grey 7/26TC Sensor .177 23
Multi-Purp.

W223C-1097 (400-1097) 22/3C Grey 7/30 BC Sensor .134 22

W222P-1063 (Q0241) 22/2Pr. Grey 7/30TC Sensor
Multi-Purp.

W224C-1005 (400-1005) 22/4C Grey 7/30 BC Sensor .146 28

W222C-1065 (Q7314) 22/2C Grey 7/30TC Sensor .135 .15
Multi-Purp.

W221P-1001 (400-1001) 22/2C Grey 7/30 BC Sensor .127 11
Multi-Purp.

PART NO. OF JACKET COND. NFC/CSA APPLICATION NOM. WEIGHT
NUMBER COND. COLOR STRAND RATING OD. INCH PER MFT.

W181P-2028F* (400-2028) 18/1Pr. Purple 16/30TC Comm. .179 26

W181P-2028X 18/1Pr. Purple Flex Jkt 16/30TC Comm. .180 26

W183C-2067 (400-2067) 18/3C Cobalt 16/30TC Sensor .161 28
Blue Multi-Purp.

W183C-2058BL (400-2058) 18/3C Blue 7/26BC Sensor .171 46
Multi-Purp.

W182P-2048* (400-2048) 18/2Pr Blue 7/26TC Sensor .230 36

W184-2059BL (400-2059) 18/4C Lt. Blue 16/30BC Sensor .186 55
Multi-Purp.

W183P-2042* (400-2042) 18/3Pr. Cobalt 16/30TC Com. .282 57
Blue Sensor

W186C-2055BL (400-2055) 18/6C Blue 7/26BC Sensor .223 51

W221P-2004 (327-220-01) 22/1Pr. Lt. Blue 7/30TC Sensor .113 13

W223C-2060 (400-2060) 22/3C Lt. Blue 7/30TC Sensor .115 14

W222P-2046 (867-220-02) 22/2Pr. Lt. Blue 7/30TC Sensor .163 19

W224C-2020BL (400-2020) 22/4C Blue 7/30TC Sensor .147 19
Multi-Purp.

W223P-2047 (867-220-03) 22/3Pr. Blue 7/30TC Sensor .159 27
Multi-Purp.
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Comm5 Communication Cables

CONDUCTOR:
• Stranded bare copper per

ASTM B-3, B-8 and B-286

INSULATION:
• Premium grade color coded

polymer

SHIELD:
• Overall polyester supported

aluminum foil, plus a stranded
tinned copper drain wire to
facilitate grounding

JACKET:
• Premium grade Natural

polymer Alloy (Plenum)

• Premium grade SR PVC
(non-plenum)

• Suitable for use from
0°C to +75°C

• Suggested voltage
rating of 300 volts

COLOR CODE CHART
PAIR COLOR
1 Blue / White-Blue
2 Orange / White-Orange

22 AWG Conductors, Unshielded Non Plenum CM Rated

22 AWG Conductors, Shielded Non Plenum CM Rated

Composite  Control/Power Cable Non-Plenum
W22162P-1820 22/1Pr., 16/1Pr. Gray Jacket .226” 38

W221P-1002 22/1Pr. Gray Jacket .142” 15

W222P-1004 22/2Pr. Gray Jacket .142” 22

W221P-1003 22/1Pr. Gray Jacket .213” 25

W222P-1005 22/2Pr. Gray Jacket .288” 45

APPLICATION:
• Trane Comm5

communication links

INDUSTRY APPROVALS:
• Listed by UL as Type CM, CMP,

CL2P and/or PLTC cables for use
in NEC Article 800 and/or 725
installation.

PACKAGING:
• 1,000 ft. (305m) Pay-out cartons

• 1,000 ft. (305m) spools or reels

W221P-2001 22/1Pr. Lt. Blue Jacket .122” 12

W222P-2003 22/2Pr. Lt. Blue Jacket .196” 19

22 AWG Conductors, Unshielded Plenum CMP Rated
PART NUMBER DESCRIPTION JACKET COLOR NOM O.D. INCH WEIGHT PER MFT.

W221P-2002 22/1Pr. Lt. Blue Jacket .176” 22

W222P-2004 22/2Pr. Lt. Blue Jacket .240” 46

22 AWG Conductors, Shielded Plenum CMP Rated
PART NUMBER DESCRIPTION JACKETCOLOR NOM O.D. INCH WEIGHT PER MFT.
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D1300 Comm3/Comm4 Media Converter
Fiber Optic Media Converter for use on Traner unit-
to-unit and Tracer UCM communication links.
Translates Comm3 or Comm4 communications to
fiber optic signals or vice versa. Accommodates one
send fiber and one receive fiber for point-to-point
communications when used with another D1300 or a
D2300. Includes a 12V power supply to convert input
power from a 120 VAC receptacle.

Fiber Optic Cable
PART TRANE NO. OF FIBER APPLICATION

NUMBER NUMBER FIBERS SIZE

W2FIB-4000 (400-4000) 2 62.5/125 Indoor OFNR Rated – Tight Buffer
General light duty fiber for patch cables and short runs in walls or risers.
Approved for use in non-plenum indoor applications.

W2FIB-4002 (400-4002) 2 62.5/125 Duct – Loose Tube
To be installed in conduit, duct or aerial runs with messenger (under 300ft.)
Must be installed in conduit between buildings and must be transitioned to an indoor type
of cable within 50 feet of entering the building.

W2FIB-4007 (400-4003) 2 62.5/125 Aerial/Direct Burial – Loose Tube
Designed for aerial runs with messenger and direct burial applications. Non-armored.
Must be transitioned to indoor type fiber within 50 feet of entering the building

W2FIB-4082 (400-4007) 2 62.5/125 Duct Burial/Aerial/Indoor Riser Rated – Tight Buffer
No cable transition required. This special fiber may be used in aerial and duct burial
applications, as well as indoor ducts and risers, eliminating the need to transition to indoor
approved fiber within 50 feet of entering the building. It is similar to 400-4003, but has the
OFNR rating for indoor use in non-plenum applications.

W2FIB-4006 (400-4006) 2 62.5/125 Plenum OFNP Rated – Tight Buffer
General purpose fiber for indoor applications requiring plenum rated cable. Specifically used in
plenums or areas of high temperature. OFNP approved for use in indoor applications.

D2300 Comm3/Comm4 Media Converter/Repeater
Fiber Optic Media Converter/Repeater for use
on multiple Tracer unit-to-unit and multiple Tracer
UCM communication links. Translates and repeats
Comm3 or Comm4 communications to fiber optic
signals or vice versa. Accommodates two send fibers
and two receive fibers for multiple point-to-point
communications with multiple Comm3/Comm4
Media Converter (D1300). Includes a 12V power
supply to convert input power from a 120 VAC
receptacle.

CBL75090-4 Comm5 Media Converter/Repeater
Fiber Optic Media Converter/Repeater for use with
TracerComm5 communication links. Accommodates
two bi-directional fibers for multiple point to point
communications when used with another Comm5
media converter.
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Ethernet Products

Category Cables

W244P-1446 24/4pr Various Solid 10BaseT/ Ethernet .200 21
Cat5E (Non-Plenum)

W244P-2176B 24/4pr Various Solid 10BaseT/ Ethernet .180 21
Cat5E (Plenum)

Coaxial Cable

WRG58-1723 RG58 Grey 20AWG 1EEE 802.3 Ethernet .160 28
COAX Strand (10 base 2)

WRG58-2711 RG58 White 20AWG 1EEE 802.3 Ethernet .178 29
COAX Strand (10 base 2) (Plenum)

Accessories
PART NUMBER DESCRIPTION
W5601-3xxx Jumper Cable, CAT 5 – 3 ft.

W5601-5xxx Jumper Cable, CAT 5 – 5 ft.

W5601-10xxx Jumper Cable, CAT 5 – 10 ft.

W5601-25xxx Jumper Cable, CAT 5 – 25 ft.

W5610-10 Crossover Cable, RJ45 CAT5M/F – 10 ft.

W4880-5PT Hub, 5 port - 10 base T

W4880-8PT Hub, 8 port - 10 base T

W4868-5PT Hub, 5 port - 10 base T/BNC

W4869 Media Conv./10base T/10base FL

W5010 Connector, BNC - Plenum

W5007 Connector BNC - Non-Plenum

W5011 Terminator, 50 ohm

W5009 Adaptor, BNC “T”

PART DESCRIPTION QTY. APPLICATION WEIGHT
NUMBER PER KIT

(401-1056) Stripping & Crimping Kit Both Non-Plenum & Plenum 5

Contains:  Crimper for Plenum Cable, Crimper for Non-Plenum Cable, Cable Stripper

Tool Kits

Tool Kits

Connector Kits

PART NO. OF JACKET COND. NFC/CSA APPLICATION NOM. WEIGHT
NUMBER COND. COLOR STRAND RATING OD. INCH PER MFT.

WRG62-1704 RG62 Black Solid CL2 Tracer .242 26
(400-3004) COAX Summit LAN

WRG62-2702 RG62 White Solid CL2P Tracer .195 31
(400-2024) COAX (Plen) Summit LAN

Tracer Summit® Products
Coaxial Cable

PART NO. OF JACKET COND. NFC/CSA APPLICATION NOM. WEIGHT
NUMBER COND. COLOR STRAND RATING OD. INCH PER MFT.

PART DESCRIPTION APPLICATION  WEIGHT
NUMBER PER KIT

(401-1054) Coaxial Cable Connector Kit WRG62-1704 (400-3004) 3 lbs.
NON-PLENUM NON-PLENUM

Contains: 25 BNC Connectors, 5 BNC Tees, 93 Ohm Terminator, 5 Inline Connector, 2 Inline Couplers

(401-1055) Coaxial Cable Connector Kit WRG62-2702 (400-2024) 3 lbs.
PLENUM NON-PLENUM

Contains: 25 BNC Connectors, 5 BNC Tees, 93 Ohm Terminator, 5 Inline Connector, 2 Inline Couplers

Coaxial cable connector kits available
in your choice of plenum or non-plenum.

Color Codes
COLOR CODE

Grey GY

White WH

Red RED

Blue BLU

Green GRN

Yellow YEL

Orange ORG

Purple PUR

Black BLK


